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NOTES:
1. SEE CURRENT CATALOG FOR VARIOUS
   APPLICATIONS AS WELL AS OPTIONAL ICONS.
2. MATERIAL:
   PANEL HOUSING: STEEL/BLACK POWDER COAT
   RJ45 MODULE: THERMOPLASTIC RESIN 
                  UL94V-O
   PUNCHDOWN BLOCKS: THERMOPLASTIC 
                      RESIN UL94V-O
   BEZEL ASSEMBLY: THERMOPLASTIC RESIN 
                   UL94H-B
   RETENTION CAP:
          THERMOPLASTIC RESIN UL94V-O
3. 12 PORT PATCH PANEL WITH TWO 6 POSITION
   BEZELS ASSEMBLIES, 8 WIRES PER JACK
   ASSEMBLY.
4. THE PATCH PANEL IS DESIGNED TO SNAP INTO
   A STANDARD S89D WALL MOUNT BRACKET.
5. DIMENSIONS IN [] ARE IN METRIC.
6. USE 110  STYLE TERMINATION
   TOOL FOR PUNCH DOWN.
7. RETENTION CAPS
   (ONE PER CONNECTOR)
   PROVIDED FOR SNAP-IN ON TERMINATED 
   CONNECTORS.
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