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05 09/14 JHNU JHNU RGB
ADDED CSA LOGO
REVISED PART NUMBERS:  PV14 WAS PV18 N41071BA-A41071

04 07/14 MBY JHNU RGB
REVISED NOTES, MOVED TOOLS TO TABLE, REVISED
CERTIFICATION, UPDATED BORDER N41071BA-A41071

REV DATE BY CHK APR DESCRIPTION ECN

TITLE

LOCKING FORKS 2 PC. VINYL INSULATED,
#16-14 BARREL, CONTINUOUS REEL

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]
SEE NOTES
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DRAWING NUMBER:
THIRD ANGLE
PROJECTION A41071
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PV14-6LFB-3K #6 .85
(21.59)

.25
(6.35)

.18
(4.57)

.63
(16.00)

.14
(3.56)

CD-800-2

PV14-6LFWB-3K #6 .85
(21.59)

.29
(7.37)

.18
(4.57)

.63
(16.00)

.14
(3.56)

CD9-2APV14-8LFB-3K #8 .92
(23.37)

.29
(7.37)

.23
(5.84)

.68
(17.27)

.16
(4.06)

PV14-10LFB-3K #10 .92
(23.37)

.33
(8.38)

.23
(5.84)

.68
(17.27)

.19
(4.83)

PV14-10LFNB-3K #10 .92
(23.37)

.28
(7.11)

.23
(5.84)

.68
(17.27)

.19
(4.83)

NOTES:

1. cULus LISTED FOR:
   A. 600V MAX VOLTAGE RATING
   B. 221  F (105  C) MAX TEMP RATING
   C. #16-14 AWG [1.5-2.5 mm2) SOLID OR STRANDED COPPER WIRE

2. SEE WWW.PANDUIT.COM FOR PACKAGE QUANTITIES

3. MATERIAL:
   A. STAMPING - .03" THK, COPPER
                 TIN PLATED
   B. HOUSING - VINYL, BLUE

4. DIMENSIONS IN BRACKETS ARE IN MILLIMETERS

5. WIRE STRIP LENGTH:  1/4 + 1/32 (6.4 + .8)
                           - 0         -  0
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