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SCHN-00251-V01.01-EN - PEP ECOPASSPORT® - Compact NSX 160F 4P Earth Leakage Circuit Breaker with electronic trip unit 

Micrologic 4.2 - 100A

Manufacturing

Installation

Use

52%

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page


SCHN-00251-V01.01-EN - PEP ECOPASSPORT® - Compact NSX 160F 4P Earth Leakage Circuit Breaker with electronic trip unit 

Micrologic 4.2 - 100A

Unit Total Manufacturing Distribution Installation Use End of Life

kg Sb eq 2,38E-02 2,38E-02 0* 0* 6,38E-06 0*

kg SO2 eq 3,71E-01 6,28E-02 1,50E-03 0* 3,06E-01 7,70E-04

kg PO4
3-

 eq 3,62E-02 1,72E-02 3,46E-04 0* 1,85E-02 2,18E-04

kg CO2 eq 9,18E+01 1,76E+01 3,29E-01 0* 7,34E+01 4,21E-01

kg CFC11 

eq
8,32E-06 3,52E-06 0* 0* 4,78E-06 1,79E-08

kg C2H4 eq 2,31E-02 6,06E-03 1,07E-04 0* 1,68E-02 8,00E-05

Unit Total Manufacturing Distribution Installation Use End of Life

m3 2,66E+02 2,22E-01 0* 0* 2,66E+02 0*

MJ 1,74E+03 2,66E+02 4,65E+00 0* 1,47E+03 3,74E+00

Unit Total Manufacturing Distribution Installation Use End of Life



SCHN-00251-V01.01-EN - PEP ECOPASSPORT® - Compact NSX 160F 4P Earth Leakage Circuit Breaker with electronic trip unit 

Micrologic 4.2 - 100A

Unit Total Manufacturing Distribution Installation Use End of Life

kg 1,92E+02 1,88E+02 0* 0* 3,83E-02 3,76E+00

kg 2,82E+02 7,84E+00 0* 0* 2,74E+02 0*

kg 1,87E-01 4,66E-03 0* 0* 1,83E-01 0*

Unit Total Manufacturing Distribution Installation Use End of Life

kg 1,54E+00 1,95E-01 0* 1,74E-02 0* 1,32E+00

kg 0,00E+00 0* 0* 0* 0* 0*

kg 6,77E-02 7,71E-03 0* 0* 0* 6,00E-02

MJ 0,00E+00 0* 0* 0* 0* 0*

Internal    External X
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Life cycle assessment performed with EIME version EIME v5.6.0.1, database version 2016-11 in compliance with ISO14044.

PEP are compliant with XP C08-100-1 :2014

Materials for recycling

Materials for energy recovery
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