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Special features of the catalog:

	Central management with the CADENAS quality tool PARTproject QA
	Electronic test run was passed (CAD compatibility assured)
	Only clear nomenclature -> ERP-compatibility assured
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FIPLOCK® PA12 Standard     Art. Nr. 61803955

	
LAPP













	
	
SILVYN® Protective Cable Conduit systems


	
	
Protective cable conduit systems parallelly corrugated


	
	
Use in Railway application


	
	
FIPLOCK® PA12


	
	
FIPLOCK® PA12 Standard







CAD model selection










{lapp_kabel/silvyn/kabelschutzs_system_paralle_gewellt/fiplock/fiplock_pa12/fiplock_fpdf_black.prj},{NB=FIPLOCK FPDF     Art. Nr. 61803955},{IDNR=},{EAN=4044777578023},{ATN=61803955},{ARTB=FIPLOCK FPDF 17/16,1x21,1 BK 50M},{FB=Black},{NW=17},{NWM=20},{P=Rough},{ID=16.1},{AD=21.1},{R=30},{WG=53},{VPE=50},{T=0.35},{L=47},{RADIUS=0.55},{L1=2.44}
Please select the desired product according to technical criteria. Selectable attributes are highlighted with the table icon. Selections can be reset by clicking on the table icon or on the value.
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Company
	LAPP	
	

	
Description
	FIPLOCK® PA12 Standard	
	

	
Bill of material
	FIPLOCK® PA12 Standard     Art. Nr. 61803955	
	

	
EAN

International Article Number
	4044777578023	
	

	
ATN

Part number
	61803955	
	

	
ARTB

Article description
	FIPLOCK FPDF 17/16,1x21,1 BK 50M	
	

	
FB

Color
	Black	
	

	
NW

Nominal width
	17	
mm	

	
NWM

Nominal width metric
	20	
mm	

	
P

Profil
	Rough	
	

	
ID

Inside diameter
	16.1	
mm	

	
AD

Outside diameter
	21.1	
mm	

	
R

Bend radius
	30	
mm	

	
WG

Weight
	53	
g/m	

	
VPE

Package
	50	
m	
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Update preview
The preview does not represent the part configuration anymore.You have to generate a new preview.
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