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Scotchcast TM Resin Kits  
92-NBB 0 GS up to 92-NBB 2 GS 
Y-Branch Kit Series with Resin 4 GS 

  
 
 
 
 
 
 
 
 

 
 
 

1. Product Description   
  

3M TM Scotchcast TM resin Y-Branch kits 92 -NBB x GS are designed to be used for 1-core up to 5 -
core non shielded, polymeric, low voltage energy cables up to 0.6/1.0(1.2)  kV.  
92-NBB x GS kit series include the Scotchcast TM 4GS Epoxy resin with Colour mixing indicator, 
delivered in two chamber plastic pouch with integrated spout and aluminium Guard Bag for 
protection against humidity. The kits further include a transparent mould body for simple handling 
and easy control of connector distances inside the body.  

 
 

2. Applications   
 

The application incorporates electrical insulation and mechanical protection of joints with 
compression or mechanical connectors. They can be used for indoor and outdoor, underground 
and submerged applications.  
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3. Typical  Properties 
 
3.1 Rated Voltage U0/U(U max) 
 

0,6/1 (1,2) kV  
 
3.2 Type Test 
 

 The ScotchcastTM resin joint kits  92-NBB 0 GS to 92 -NBB 2 GS passed the Type Test according 
to EN 50393 Table 3: Type I Joint, Sequence A1  

 
 

4. User Information  
 

4.1 Features 
 
Å Resin 4GS in transparent two chamber plastic pouch with integrated Closed Mixing and 

Pouring (CMP) system. 
Å CMR-, Isocyanate-, Halogen- and SVHC- free, REACH and RoHS compliant resin 

formulation  with Colour mixing indicator.  
Å Strong adhesion of resin to metals and different plastics.  
Å Enhanced water and humidity resistance during resin curing.  
Å Great resistance of resin to humidity whilst in storage.  
Å Operating Temperature: -40  °C to +110 °C Continuo us use, 130 °C overload. 
Å Two part Transparent Mould Shelves for easy control of connector distances in the joint.  
Å Pre-cut foam sealing elements to provide reliable sealing to the Mould Body without tooling 

for all cable application diameters.  
Å Abrasive sponge to clean and roughen the cable jacket.  
Å Closure cap to prevent any pollution.  
Å Detailed instruction drawings.  
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4.2 Selection Guide  

 

 
 
 

4.3  Dimensions and Resin Volumes 

 
Body 
size 

Length 
L [mm] 

Width  
W {mm] 

Height  
H [mm] 

Type of 
Resin 

Resin 
Identification  

Number of  
Resin Bags 

NB-B0 180 113 84  Epoxy Scotchcast 4 GS 1 x 370ml  

NB-B1 212 128 95 Epoxy Scotchcast 4 GS 2 x 290m l 

NB-B2 240  148 113 Epoxy Scotchcast 4 GS 2 x 500ml  

 
 
 
 
 
 
 

4.4  Handling 
 
Keep resin bags at 10° C or warmer before mixing. In cooler ambient conditions keep resin bags 
in warmer area until ready to mix.  
 

The resin is delivered in a two chamber pouch with integrated spout and aluminium Guard Bag 
for protection against humidity.  


