
www.adaltra.com

This document is confidential and is the property of ADALTRA. ADALTRA holds the copyright, and the document must not be copied or modified in any
form, in whole or in part, without the prior written permission of ADALTRA. The specifications contained in this document are non-contractual and may be
subject to change without prior notice.

Updated: 24/07/2026

CRJ6A45241003 - Cat6A Ethernet
Cord - AUDIOLAN6A24 - RJ45 with
black boots - 0.30M

CRJ6A45241003

ADVANTAGES
• 4-pair CAT6A cable – AWG24/7 – F/UTP with black PVC outer
sheath
• Made from S2CEB audio cable – Ref. AUDIOLAN6A24
• Flexible and very robust
• Low bulk
• Equipped with shielded, molded RJ45 connectors with black
boots and tab protection

DESCRIPTION
The CRJ6A45241003 is a 0.30 m Cat6A network cord made from the high-performance
AUDIOLAN6A24 cable, consisting of 4 twisted pairs AWG23 F/UTP with a 500 MHz
bandwidth. It features shielded Cat6A RJ45 connectors, protected by black sleeves with latch
guards to prevent breakage or snagging during handling.
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CONSTRUCTION & TECHNICAL PERFORMANCE

Product Type CRJ6A45241xx

Color Black

Shielding type F/UTP

End 2 - Number of connectors 2 1

Cord Length (m) 0.3m

Connector Format RJ45

End 1 - Number of Connector 1 1

Weight (Kg/U) 0.015000
.

TRANSMISSION CHARACTERISTICS

Performance Category Category 6A

Data Transmission Standard EIA/TIA 568-C.2 Cat6A
.

ENVIRONMENTAL CHARACTERISTIC

RoHS Compliance RoHS Compliant
.

ADDITIONAL INFORMATION

Product Packaging Bag
.


