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7 x 0.40 mm SHC1 T1000 armored
coaxial cable

XK100ARSHC1

ADVANTAGES
• Over-sheathed with a double steel tape ensuring rodent
protection.
• LSZH C1 sheath

DESCRIPTION
This 75 Ohm surveillance cable is designed for long-distance camera connections up to 1000
m. It is suitable for indoor, outdoor, and underground use. The steel armor provides high
protection against rodents and mechanical stress. Its halogen-free C1 sheath is ideal for
industrial and nuclear sites.



www.adaltra.com

This document is confidential and is the property of ADALTRA. ADALTRA holds the copyright, and the document must not be copied or modified in any
form, in whole or in part, without the prior written permission of ADALTRA. The specifications contained in this document are non-contractual and may be
subject to change without prior notice.

Updated: 10/07/2026

CONSTRUCTION & TECHNICAL PERFORMANCE

Core composition 7 x 0.40 mm

Nominal insulation diameter (mm) 5

Assembly type Single conductor

Overall Armor Yes

Weight (Kg/Km) 45
.

TRANSMISSION CHARACTERISTICS

Characteristic Impedance (Ohms) 75 Ohms
.

MECHANICAL CHARACTERISTICS

Bending Radius in Fixed Installation 12.5 x Ø ext

Bending Radius in Mobile Installation 15 x Ø ext
.

ENVIRONMENTAL CHARACTERISTIC

Fire behaviour IEC 60332-1, IEC 61034-1, IEC 61034-2, IEC
60754-1& 2

UV Resistance NO
.

ADDITIONAL INFORMATION

Product Packaging Drum of 1000m
.


