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HIFLEX-CH, type LIHCH halogen-free CPR
B2ca s1a d1 a1

LIHCH-B2ca

DESCRIPTION
Flexible data transmission cables, class 5, 300/500 V, overall shielding with tinned copper braid, LSZH
sheath, CPR level B2ca s1ad1a1.

ADVANTAGES
• LSZH
• CPR B2ca s1a,d1,a1
• Overall shielding with tinned copper braid
Other structures, sections, colors: please contact us.

CONSTRUCTION & TECHNICAL PERFORMANCE
Conductor material Bare copper

Insulation Material LSZH Compound

Insulation Identification Method DIN 47100

Overall Shielding Tinned copper braid

Outer Sheath Material LSZH

Color Grey
.

ELECTRICAL CHARACTERISTICS
Service Voltage (V) 300 V / 500 V

Test voltage (V) 1.5 kV

Linear electrical resistance (Ω/Km) Compliant with IEC 60228 class 5 standard
.

MECHANICAL CHARACTERISTICS
Bending Radius in Fixed Installation 8 x Ø ext

Bending Radius in Mobile Installation 15 x Ø ext
.

ENVIRONMENTAL CHARACTERISTIC
CPR classification B2ca s1a, d1, a1

UV Resistance NO

Fixed Use Temperature -30°C / +70°C

Mobile Use Temperature -5°C / +70°C
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ENVIRONMENTAL CHARACTERISTIC
Installation Temperature 0°C

Fire behaviour IEC 60332-1, IEC 60332-3-24

Fire Behavior Type
Flame retardant
IEC 60332-1
Fire retardant
IEC 60332-3-24

Halogen-free Standard IEC 60754-1/-2 IEC 61034-2
.

REFERENCE CONSTRUCTION Ø SHEATH NOM (MM) WEIGHT (KG/KM)

90210034SHB2 2x0.34 5.1 39

90310034SHB2 3x0.34 5.4 47

90410034SHB2 4x0.34 6.0 59

90510034SHB2 5x0.34 6.5 71

90610034SHB2 6x0.34 7.0 82

90710034SHB2 7x0.34 7.0 85

90810034SHB2 8x0.34 8.1 109

91010034SHB2 10x0.34 8.7 120

91210034SHB2 12x0.34 9.1 137

90210050SHB2 2x0.5 5.7 53

90310050SHB2 3x0.5 6.1 60

90410050SHB2 4x0.5 6.6 71

90510050SHB2 5x0.5 7.5 93

90610050SHB2 6x0.5 8.1 108

90710050SHB2 7x0.5 8.1 112

90810050SHB2 8x0.5 9.2 141

91010050SHB2 10x0.5 9.9 156

91210050SHB2 12x0.5 10.3 174

90210075SHB2 2x0.75 6.0 59

90310075SHB2 3x0.75 6.3 67

90410075SHB2 4x0.75 6.8 81

90510075SHB2 5x0.75 7.6 101

90610075SHB2 6x0.75 8.2 120

90710075SHB2 7x0.75 8.2 125

91010075SHB2 10x0.75 9.6 162

91210075SHB2 12x0.75 10.7 203

90210100SHB2 2x1 6.3 67
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REFERENCE CONSTRUCTION Ø SHEATH NOM (MM) WEIGHT (KG/KM)

90310100SHB2 3x1 6.7 79

90410100SHB2 4x1 7.4 99

90510100SHB2 5x1 8.0 117

90610100SHB2 6x1 8.7 141

90710100SHB2 7x1 8.7 148

90810100SHB2 8x1 10.3 194

91010100SHB2 10x1 11.1 217

91210100SHB2 12x1 11.4 241

90210150SHB2 2x1.5 7.5 94

90310150SHB2 3x1.5 7.9 108

90410150SHB2 4x1.5 8.6 134

90510150SHB2 5x1.5 9.5 167

90610150SHB2 6x1.5 10.4 200

90710150SHB2 7x1.5 10.4 210

90810150SHB2 8x1.5 12.1 269

91010150SHB2 10x1.5 13.1 303

91210150SHB2 12x1.5 13.6 342
.


