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System
lumen(lm) CCT(K) Driver P (W)   Ø mm kg

DN135B LED6S 650

3000/4000

PSR-E 9.0 68-73 0.200

DN135B LED10S 1000 PSU 13.5 150-155 0.300

DN135B LED20S 2000 PSU 27.6 200-205 0.600

DN135C LED10S 1000 PSU 13.5 - 0.525

DN135C LED20S 2000 PSU 27.6 - 0.850

650lm 1000lm 2000lm

A      84          165           215

B      131        115          108

E  68-73  150-155  200-205

1000lm 2000lm

A1 166 216

A2 169 219

B 115 108

C 45 68

D 29 32

E 131 178

C      45           45             68
D      24          29              32

50 50650lm:50
1000lm/2000lm:40



I mains (A)

I nom.

Time (us)Tref

max/2

I max

4 4

2

2
1

1 IP20

9 15

N
L

Min.  2 x 0,75 mm2

Max. 2 x 1,50 mm2

L

N

1

2 P1

9 15

N
L

Min.  2 x 0,75 mm2

Max. 2 x 1,50 mm2

L

N

33

2

1

2

2 3

4 5

1

3

2

Inrush current

DN135C

2/2

650lm 1000lm 2000lm

Electrical characteristics

Imax (A) 7 11 17

Tref (μs) 300 200 250
MCB Downlights Max.
B-10 A 25 34 17

B-13 A 32 44 22

B-16 A 40 55 28

C-10 A 40 57 29

C-13 A 54 74 37

C-16 A 68 93 47


