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.Max

10°C
Min.

35 °C ~220 V
~240 V
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50Hz

60Hz
18

GLO W
WIRE

    650 °C
IK02



Mounting brackets 4x

1x

1x

point for extra 
safety cable (France)

Inrush current

I mains (A)

I nom.

Time (us)
Tref

max/2

I max

Sensor versions only 

Safety cable

Optional:

Safety cable

Optional:

VPC

CPC/PCV

VPC (lay-in)

CPC/PCV

Cable clips 2x

1 2

1 2

!

6

Electrical characteristics

HV
 Xitanium

Imax.(A)

Tref(µs)

EL I max

MCB (16A-B)

35W

21

280

24

0,7

30

60W

21

280

24

0,7

30EL CB 30 mA

Luminaires Max.

TWH
driver

75W

40

154

16

0,7

30

1

2

(EL =Earth leakage)

advised
250mm

2x
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3

6

5b

4

5a

2x

2x

2x

36-76mm

55mm

PCVCPC

0-42mm

advised
250mm

2x

sym-concealed 

A-sym-concealed

Rect.

Square

Rect.

Square

Rect.

Square

1

1

2

2
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7a
See page 5

See step: 1-7
of CPC/PCV

7b

1(2x)

2

1

2

44

3

PCV rect. concealed

B

A

PCV

Module A(mm) B(mm)

!

Solid wood if necessary
(PCV only)

Points cable if ceiling
is not strong enough.
(4x not included) 
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Min.
7mm

PSD-T+ACL

PSD/DIA

L

1
2

N

DALI 1

L
N

Wieland (W)
PSU

LE-USPLE-DSPT-DSP

DIA/DSP

N

N

L

L

PSU/SRD/SIA PSD-EL

DA

LL-N/NN- -L

1 4/a

5 6

1a 1b

3

Push-in (PIP)

LL-N/NN- -L

POE

Condition Philips to specify to the customers (instruction):
> to use UTP (Unshielded Twisted Pair) CAT5E or CAT6 cable
> the maximum length of the cable to be 20 meters.
Apply a minimum radius of the Ethernet cable of 4x the cable diameter.

Ls-N/Ns-      -L

PSU

L N

min.  Ø9
max. Ø13 

min. 3x0.5mm2

max. 3x2.5mm2

7
7

10

2

L

N

CLICK

PSD-T

1
2

N

LsL
N/Ns

PSU-EL

1
2

N

LLL
N/NN
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PSD/DIA

L N

min. 5x0.5mm2

max. 5x2.5mm2

7
7

10

L
N

1

min.  Ø9
max. Ø13 

1

4/b

2

2

670291424
Stempel

670291424
Prostokąt

670291424
Linia

670291424
Linia



!

For use in ventilated space (EN/IEC 60598-2-19)

ATTENTION
OBSERVE PRECAUTIONS

FOR HANDLING
ELECTROSTATIC

SENSITIVE
DEVICES

electrical regulations or the national requirements.

Indoor use only.

During installation or maintaining the luminaire please use gloves to avoid spots on the cover.

To remove dirt and spots use the following:

-

- 

- 

-

- Fingerprints, etc.: use a cleaner for synthetic materials with antistatic properties.

Replace driver

”RIA NON“ epyT”RIA“ epyT

Air slot

1 (3x)

2

50m3/h

The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or a similar quali�ed person.- 

Replacement batteries

TX20

Emergency LED units

390 lm

390 lm

3

3

3 h

3 h

2 W

2 W

TRUSTSIGHT PRO 45-300V LFP

TRUSTSIGHT DALI 45-300V LFP

2 W 3 h 3 300 lm
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Battery LED unit
Philips

300 lm

TRUSTSIGHT 3.2V 3CELL 
4500MAH BATT LFP

4500 mAh

3,2 V

3 h

2 W

Duration Nr of cellsUnit Power Luminous �ux

Manufacturer

Luminous �ux

Unit

Capacity

Nominal voltage

Duration

Power

100

200

300

400

500

90°

75°

60°

45°

90°

75°

60°

45°

30° 15° 15° 30°

670291424
Pisanie tekstu
390

670291424
Prostokąt
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