
1. SPÉCIFICATIONS TECHNIQUES 

 Fonction : variation d'intensité lumineuse

Compatibilité produits : Alimentation dimmable TRIAC

Puissance : 400 W Max.

Durée de vie : 30 000 h

Caractéristiques électriques d'entrée : 100 - 240 VAC

Caractéristiques électriques de sortie : 100 - 240 VDC, Iout : 1,5 A 

Températures de fonctionnement : - 20° / + 50°

Pilotage : Emetteur EASILED RF et / ou bouton poussoir

2. DIMENSIONS

Lisez attentivement les instructions avant installation. Laissez une copie aux utilisateurs et personnes de maintenance pour une future consultation.

NOTICE
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 AVERTISSEMENT  
∙ L’installation doit être réalisée par des personnes qualifiées en respectant les normes et règlementations en vigueur.  
∙ Il est rappelé que la décision d’installation des produits dans un environnement compatible et conforme aux normes et règles  
 de l’art, est de la responsabilité pleine et entière de l’acheteur et de l’installateur.

∙ Lisez et respectez les instructions avant d’installer, de mettre sous tension ou d’utiliser les produits. Nous déclinons toute  
 responsabilité résultant d’une mise en œuvre ou d’une installation inappropriée des produits.

∙ Les appareils ne doivent pas être modifiés, même partiellement, faute de quoi la garantie ne pourra s’appliquer. 

∙ IMPORTANT : toujours couper le courant au niveau du réseau avant chaque opération d’installation ou  
 de maintenance. 

CONTROLEUR DIMMABLE
TRIAC – Bouton poussoir / RF
Code : 45255
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3. SCHEMA DE CABLAGE

Avec alimentation LED dimmable TRIAC 

3. INSTALLATION

Enlever avec soin le produit de son emballage et écarter tous les éléments qui ont servis à sa protection lors du transport.

Contrôler l'intégrité du produit avant utilisation.

Appairage du contrôleur et de sa télécommande :

Etape N°1 - Mettre le contrôleur à appairer sous tension.

Etape N°2 - Mettre la télécommande sous tension (indicateur d’état rouge fixe)

Etape N°3 - Faire un appui bref sur le bouton noir (Learning key) situé sur le contrôleur

Etape N°4 – Sélectionner la zone (touche de 1 à 4 ou de 1 à 6 selon l’émetteur) sur laquelle affecter le contrôleur 

Etape N°5 – Faire un quart de cercle (sens horaire) à l’aide de votre doigt sur la roue chromatique de l’émetteur. 

Effacement de la mémoire : 

Etape N°1 - Mettre le contrôleur à appairer sous tension. 

Etape N°2 - Appuyez 1 fois sur le bouton Learning Key situé sur le contrôleur pendant 5s. 

Etape N°3 - Observer 2 flashs des produits pour confirmation de l’effacement de la mémoire.
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AC Phase Cut RF + Push Dimmer

Input
Voltage

Output
Voltage

100-240VAC 1x400W max100-240VAC

Output
Power

09.09SAP.04734

Learning key:
pair with RF remote

AC 100-240V power input

Triac dimmable
driver

(1)With triac dimmable driver

Function introduction

Important: Read All Instructions Prior to Installation

• DO NOT install with power applied to device. 

• DO NOT expose the device to moisture. 

Product Data

Safety & Warnings

Operation

Waterproof grade: IP20

Radio Frequency : 868/915/434mhz 
Size(L )xWxH

45.5x45x20.3mm

Do wiring according to connection diagram.

Pair RF Receiver with RF remote:

1. Connect and wire up the RF receiver correctly, power on.

2. Turn on the remote, click the “Learning Key” button on receiver, immediately click a zone number to pair the 

receiver to the specified zone if the remote is a multi-zone controller (if it is a single zone remote, this step is 

unnecessary), then touch the color wheel or slider bar on the remote (if the remote does not have color wheel or 

slider bar, click or touch any keys), the connected led light on receiver flickers twice, which means well paired. 

Note: one receiver can be paired with max 8 remote controls.
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• 100-240VAC Wide Input and Output Voltage

• 1 Channel Output, Up to 400W

• Input and Output with Screw Terminals, Safe and Reliable

• Triac Dimmable and Mosfet Dimmable 

• Trailing edge dimming

• Innovative minimum brightness setting function

• Single Wire Push Switch Input for Push Dim Function

• Great Compatibility with Universal 8V-230V~ Input Push Switches

• Great compatibility with a variety of Perfect RF series single color remote controls

• To dim and switch single color dimmable LED lamps, traditional incandescent and halogen lights

• Mini Size, Easy to be Installed into a standard 86*86mm wall box

Delete the pairing:

1.    Wire up the RF receiver correctly, power on.

2.    Hold down the “ Learning Key” button on receiver for over 3 seconds until the connected led light on 

receiver flickers twice, which means well deleted.

Setting minimum brightness:

Adjust brightness to a level you would like, then click the “Min.Set ” key, once set a minimum brightness, the 

light can only be dimmable between this minimum brightness and maximum brightness.

Delete the minimum brightness:

Adjust the brightness to maximum level, then hold the “Min.Set” key for 3s to delete the minimum brightness.

Min.Set :
To set or delete the
minimum brightness 

1 CH 100-240VAC output

Wiring diagram

LED light

(2)With dimmable LED driver
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Variateur

Boîte murale

(Variateur et boite murale non fournis)


