
Lisez attentivement les instructions avant installation. Laissez une copie aux utilisateurs et personnes de maintenance pour une future consultation.

NOTICE
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1. SPÉCIFICATIONS TECHNIQUES

Contrôleur DALI 4 canaux synchronisés (45170)

Contrôleur DALI 4 canaux synchronisés/indépendants (45180)

Compatibilité produits : appareils LED

Puissance : 12 VDC =  4 x 60 W, 24 VDC = 4 x 120 W

Durée de vie : 30 000 h

Caractéristiques électriques d’entrée : 12 VDC, 24 VDC

Températures de fonctionnement : - 20° / + 50°

Pilotage : protocole DALI 

2. DIMENSIONS 

U n iv e r s a l s e r ie s D A L I d im m e r 09.2303B.04078

W ir in g d ia g r a m

D A L I C o n tr o l le r

Input
Voltage RemarksOutput

Current

12-36VDC Constant voltage4x(60-180)W4x5A

Output
Power

12-36VDC Constant current4x(4.2-12.6)W4x350mA

12-36VDC Constant current4x(8.4-25.2)W4x700mA

No.

1

2

3

F u n c tio n i n tr o du c tio n

Im po r ta n t: R e a d A ll I ns truc tions P rior to I ns ta lla tion

• DO NOT install with power applied to device. 
• DO NOT expose the device to moisture. 

DC Power input

CH 1:R output

CH 2:G output

CH 3:B output

CH 4:W output

Size(LxWxH)

178x46x22mm

178x46x22mm

178x46x22mm

P r o du c t D a ta

S a fe ty & W a r n in g s

Manual set button

Digital display

2 groups DALI
signal input & output

• Match all DALI system in the market
• Manual /automatically DALI address setting
• DALI address digital indicate
• Four channels, can set addresses from one to four. 
• To work with power repeater to expand output power unlimitedly.
• Waterproof grade:IP20
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S e t D A L I A ddr e s s M a n u a l ly V ia B u tto n s

1.1. Press and hold down any of the two buttons until numeric digital display flashes, then release the button. 
1.2. Click any of the two buttons once to select a digit, click again to change the digit until the desired DALI 
address appears. Click first button  to set “tens” position and second button to set “units” position. The address 
can be set from 00~63.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops flashing to confirm the 
setting.

N o te : D A L I a ddr e s s c a n b e m a n u a l ly a s s ig n e d f r o m 0 0-63-F F, b y f a c to ry d e fa u lts , n o D A L I a ddr e s s i s

a s s ig n e d f o r t h e d im m e r, a n d t h e d is pla y s h o ws          . S e ttin g D A L I a ddr e s s a s           w i l l r e s e t t h e 
dim m e r t o f a c to r y d e fa u lts .

O pe r a tio n

S e t D A L I A ddr e s s Q u a n tity

1.1. Press and hold down both of the two buttons until numeric digital display flashes, then 
release the button.
1.2. Click first button to select “1A”, “2A”, “3A” or “4A” which means 1 address, 2 addresses, 3 
addresses or 4 addresses.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops 
flashing to confirm the setting.
For example, when we set address to 22:
When select 1A, all four channels will be the same address 22.
When select 2A, channel 1 & 3 will be the same address 22, channel 2 & 4 will be the same 
address 23.
When select 3A, channel 1, 2, 3 will be address 22, 23, 24 respectively, and channel 4 address is 
also 24.
When select 4A, channel 1, 2, 3, 4 will be address 22, 23, 24, 25 respectively.

D A L I A ddr e s s A s s ig n e d b y D A L I M a s te r s
DALI address can also be assigned by DALI Master controller automatically, please refer to user manuals of 
compatible DALI Masters for specific operations. 

N o te : T h e d ig ita l d is pla y w i l l s h o w            W h e n t h e D A L I m a s te r i s a s s ig n in g a ddr e s s e s . 

If C o n n e c t w ith R G B W L E D S tr ip
V+         V+
R-          R-

G-          G-
B-           B-
W-          W-

V+          V+
WW          WW
CW          CW

WW          WW
CW          CW

I f C o n n e c t w ith D u a l C o lo r L E D S tr ip

Tension d’entrée 12 à 36 VDC Ecran digital

Boutons de réglage 
manuel

DALI Entrée et sortie

Sorties
contrôleur DALI

178 mm

45 mm

18 mm

EASILED DALI - 45170/45180
IP 20

 AVERTISSEMENT 
∙ L’installation doit être réalisée par des personnes qualifiées en respectant les normes et règlementations en vigueur.  
 Il est rappelé que la décision d’installation des produits dans un environnement compatible et conforme aux normes et règles  
 de l’art, est de la responsabilité pleine et entière de l’acheteur et de l’installateur.

∙ Lisez et respectez les instructions avant d’installer, de mettre sous tension ou d’utiliser les produits. Nous déclinons toute  
 responsabilité résultant d’une mise en œuvre ou d’une installation inappropriée des produits.

∙ Les appareils ne doivent pas être modifiés, même partiellement, faute de quoi la garantie ne pourra s’appliquer. 

∙ IMPORTANT : Toujours couper le courant au niveau du réseau avant chaque opération d’installation ou de  
 maintenance.
.  Les produits électriques usagés ne doivent pas être jetés avec les ordures ménagères et devront être déposés dans les  
 aménagements spécifiques prévues pour leur recyclage.
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- Pressez une des touches sur l'écran digital (K1 ou K2) pendant plus de 3 secondes.
L'écran digital clignote, ce qui indique qu'il est en état de définition manuelle de l'adresse DALI.  
Appuyer ensuite brièvement sur les touches K1 ou K2 pour définir l'adresse DALI allant de "00" à "63".  
Après avoir défini l'adresse désirée, maintenir une des touches K1 ou K2 pendant plus de 3s.  
L'écran digital arrête de clignoter ce qui indique que l'adressage a été réalisé avec succès. 
 

3.3 - Attention : Pour le décodeur DALI code 45170, l'adresse indiquée sur l'écran digital correspond à l'adresse de l'appareil.  
Se référer à la procédure du DALI Master pour assigner les adresses automatiquement. 

Quand le DALI Master contrôle le décodeur DALI, il est indiqué 
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1.1. Press and hold down any of the two buttons until numeric digital display flashes, then release the button. 
1.2. Click any of the two buttons once to select a digit, click again to change the digit until the desired DALI 
address appears. Click first button  to set “tens” position and second button to set “units” position. The address 
can be set from 00~63.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops flashing to confirm the 
setting.
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dim m e r t o f a c to r y d e fa u lts .

O pe r a tio n

S e t D A L I A ddr e s s Q u a n tity

1.1. Press and hold down both of the two buttons until numeric digital display flashes, then 
release the button.
1.2. Click first button to select “1A”, “2A”, “3A” or “4A” which means 1 address, 2 addresses, 3 
addresses or 4 addresses.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops 
flashing to confirm the setting.
For example, when we set address to 22:
When select 1A, all four channels will be the same address 22.
When select 2A, channel 1 & 3 will be the same address 22, channel 2 & 4 will be the same 
address 23.
When select 3A, channel 1, 2, 3 will be address 22, 23, 24 respectively, and channel 4 address is 
also 24.
When select 4A, channel 1, 2, 3, 4 will be address 22, 23, 24, 25 respectively.

D A L I A ddr e s s A s s ig n e d b y D A L I M a s te r s
DALI address can also be assigned by DALI Master controller automatically, please refer to user manuals of 
compatible DALI Masters for specific operations. 
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 sur l'écran digital des décodeurs DALI code 45170 et 45180, définir 
l'adressage manuellement.

3.2

Pour le décodeur DALI code 45180 uniquement :

1. Paramétrage du nombre d’adresses DALI :

2. Pressez et maintenir les deux boutons jusqu’à ce que l’affichage digital clignote, puis relâchez.

3. Appuyez sur le premier bouton pour sélectionner « 1A », « 2A », « 3A » ou « 4A », ce qui signifie 1, 2, 3 ou 4 adresses 
DALI

4. Une fois sélectionné, presserz et maintenez les deux boutons jusqu’à ce que l’affichage digital arrête de clignoter

3. FONCTIONNEMENT ET CÂBLAGE 

3.1 - Les adresses DALI peuvent être automatiquement assignées par le DALI Master ou définies manuellement.

L'adresse DALI est visible sur l'écran digital.

- Définir l'adressage DALI automatique depuis le DALI Master :  
  Se référer à la procédure du DALI Master pour assigner les adresses automatiquement. 
  Quand le DALI Master controle  le décodeur DALI, il est indiqué "AU" sur l'écran digital des décodeurs DALI code 45170 et 45180.

- Définir l'adressage manuellement : 

Exemple, si l’adresse rentré précédemment est 22 :
• Si « 1A » est sélectionné, les 4 sorties sont synchronisées
• Si « 2A » est sélectionné, les sorties 1 et 3 sont synchronisées sur l’adresse 22 et les sorties 2 et 4 sont synchronisées sur l’adresse 23
• Si « 3A » est sélectionné, la sortie 1 à l’adresse 22, la sortie  2 à l’adresse 23, la sortie 3 et 4 ont l’adresse 24
• Si « 4A » est sélectionné, les sorties 1, 2, 3 et 4 ont respectivement les adresses 22, 23, 24 et 25.
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1.1. Press and hold down any of the two buttons until numeric digital display flashes, then release the button. 
1.2. Click any of the two buttons once to select a digit, click again to change the digit until the desired DALI 
address appears. Click first button  to set “tens” position and second button to set “units” position. The address 
can be set from 00~63.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops flashing to confirm the 
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1.1. Press and hold down both of the two buttons until numeric digital display flashes, then 
release the button.
1.2. Click first button to select “1A”, “2A”, “3A” or “4A” which means 1 address, 2 addresses, 3 
addresses or 4 addresses.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops 
flashing to confirm the setting.
For example, when we set address to 22:
When select 1A, all four channels will be the same address 22.
When select 2A, channel 1 & 3 will be the same address 22, channel 2 & 4 will be the same 
address 23.
When select 3A, channel 1, 2, 3 will be address 22, 23, 24 respectively, and channel 4 address is 
also 24.
When select 4A, channel 1, 2, 3, 4 will be address 22, 23, 24, 25 respectively.
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Alimentation

Bandeau LED RGB

Bandeaux LED monochromes

Bandeaux LED TW
contrôleur DALI

contrôleur DALI

contrôleur DALI

45180

45170

45180
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1.2. Click first button to select “1A”, “2A”, “3A” or “4A” which means 1 address, 2 addresses, 3 
addresses or 4 addresses.
1.3. Then press and hold down any of the 2 buttons until the numeric digital display stops 
flashing to confirm the setting.
For example, when we set address to 22:
When select 1A, all four channels will be the same address 22.
When select 2A, channel 1 & 3 will be the same address 22, channel 2 & 4 will be the same 
address 23.
When select 3A, channel 1, 2, 3 will be address 22, 23, 24 respectively, and channel 4 address is 
also 24.
When select 4A, channel 1, 2, 3, 4 will be address 22, 23, 24, 25 respectively.
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