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UNIVERSIDAD POLITÉCNICA DE MADRID 
ENSAYOS E INVESTIGACIONES DE MATERIALES Y EQUIPOS PARA ATMÓSFERAS EXPLOSIVAS Y MINERÍA 

( Real Decreto 334/1992 de 3 de Abril - BOE 1992-04-29) 
 

 Eric Kandel, 1 – 28906 GETAFE (MADRID) •  (34) 91 4421366 •  (34) 91 4419933 •  lom@lom.upm.es 
 

(1) EC-TYPE EXAMINATION CERTIFICATE SUPPLEMENT 
 
(2) Equipment or protective system intended for use in potentially explosive atmospheres  
 Directive 94/9/EC 
 
(3) Supplement nr. 2 to EC-Type Examination Certificate LOM 02ATEX2037  
 
(4) Equipment or Protection System   Electric switchgear boxes 
       Types C3… 
 
(5) Manufacture     COOPER Crouse-Hinds  
 
(6) Address      Avda. Santa Eulalia, 290 
       08223-TERRASSA (BARCELONA) 
       SPAIN 
 
(7) Test report nr.:     LOM 15.378 MP 
 
(8) Variations included in this certificate 
 

- Update to the standards EN 60079-0:2012, EN 60079-1:2014, EN 60079-31:2014 
 

- Update of the variant nomenclature 
 C3  

   Variant 
   0 =    108 x 108 x 90 mm 
   1 =    150 x 150 x 104 mm 
   1A = 150 x 150 x 147 mm 
    
   Code of number and type of cable entries 
 
   Ambient temperature 
         = -20ºC ≤ Ta ≤ +55ºC  ó  -20ºC ≤ Ta ≤ +40ºC 
   LT = -50ºC ≤ Ta ≤ +55ºC  ó  -50ºC ≤ Ta ≤ +40ºC 
 

- Update of the characteristics table according use 
Variant Use, contents Characteristics 
C30, C31, C31A Electric/electronic equipment having 

heat dissipation  
With up to 2000 uF capacitors with 
discharge resistance for a maximum 
time of 3 s. 

Maximum dissipated power: 
20 W con Ta ≤ +55ºC 
35 W con Ta ≤ +40ºC  
 
UMAX= 690 V IMAX= 5 A 

C30 Terminals  UMAX= 690 V IMAX= 40 A 
C31, C31A Terminals UMAX= 690 V IMAX= 61 A 
C31, C31A Measurement transformers UMAX= 690 V IMAX= 25 A 
C31, C31A Power transformers UMAX= 690 V SMAX= 350 VA 
C31, C31A Fuses UMAX= 690 V IMAX= 25 A 
C31A Equipment for discharge lamps. UMAX= 250 V PMAX= 125 W 

 
 

- Manufacture of the enclosure with new aluminium alloys with equivalent to or better mechanical strength  

This supplement must be an inseparable part together with the base certificate LOM 02ATEX2037 
This Certificate is a translation from the original in Spanish. The LOM liability applies only on the Spanish text 
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(3) Supplement nr. 2 to EC-Type Examination Certificate LOM 02ATEX2037 
 
 
(9) Changes in marking 
 

 

 
II 2 G Ex d IIC T6 Gb 
II 2 D Ex tb IIIC T85ºC Db   

  
 
(10) Changes in individual tests  
 
 None  
 
 
(11) Descriptive documents 
     Rev. Date     
 - Technical description  0 2016-02-12 
 
 - Drawings nr.: N115112D0001 D 2016-02-01 
   N115112D0002 D 2016-02-01 
   N115113D0003 D 2016-02-01 
   N115114B0003 B 2016-02-01 
   N601114-0213 - 2016-01-18 
 
 
         Getafe 

 
 
 
 
 
 
 
 
 

         Head of Certification Committee 

 

FERNANDEZ RAMON, 
CARLOS (FIRMA) 
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