
EAN W K lm lm/W L x W x H IP IK Ra  (°C) VAC Hz
DAMPPROOF 1200 
21W/4000K IP65 4058075079892 21 4000 2400 115 1200 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 1.8 kg

DAMPPROOF 1200 
39W/4000K IP65 4058075079915 39 4000 4400 115 1200 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 1.8 kg

DAMPPROOF 1200 
39W/6500K IP65 4058075079854 39 6500 4400 115 1200 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 1.8 kg

DAMPPROOF 1500 
30W/4000K IP65 4058075079939 30 4000 3500 115 1500 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 2.2 kg

DAMPPROOF 1500 
55W/4000K IP65 4058075079953 55 4000 6400 115 1500 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 2.2 kg

DAMPPROOF 1500 
55W/6500K IP65

4058075079878 55 6500 6400 115 1500 x 95 x 78 65 08 > 80 -30...+40 220-240 V 50/60 Hz 2.2 kg
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DAMPPROOF 1200 40±2 mm 820±100 mm
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DAMPPROOF 1200 10 x

DAMPPROOF 1500 12 x
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DAMPPROOF 1500 12 x
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