
The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated

Contattare il Centro di Consulenza e progettazione per qualsiasi informazione illuminotecnica. 15/10/2021 PAG  1 - FRA

Profile for Microliset

Profilé en aluminium. Parfait sur le placoplâtre, sur les cloisons mobiles, sur
les panneaux, etc.  Utiliser uniquement avec l’art. Micro Liset.

Download
DXF 2D
- profilomicroliset.dxf

Code Gear Kg WTot Colour
22018670-00 S  1,30 0 W OXYDÉ

Prodotti

- Micro Liset - 4000K - CRI 80 - Micro Liset opal - 3000K - CRI - Micro Liset - for solid line - - Micro Liset HO - 3000K - CRI

- Micro Liset - 3000K - CRI 92 - Micro Liset HO - 4000K - CRI
80

- Micro Liset - for solid line -
3000K - CRI 92 - Micro Liset HO - MEAT

- Micro Liset HO - BREAD - Micro Liset HO - CHEESE - Micro Liset HO - FRUIT - Micro Liset HO - FISH

- Micro Liset HO - 6500K - CRI
80

http://catalogo.fosnova.it//DownloadPubFile.pub_do?force=true&id=2652de1d2a0100000080cdde3d2e362a

