LED TUBE

18,G13,Glass,0.6M,9W,4000K,900Im. 100Im/W,CCG,
BA240°,RA80,Non-dim,Class F,SDCME,25000H
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Technical Data

Luminous flux:

Luminous intensity:

Colour temperature:

Colour rendering index CRI:

Colour consistency (McAdam ellipse):
Colour of light according to EN 12464-1:
Beam angle:

Dimmable:

Lamp efficacy:

Lamp shape:

Filament lamp:

Lamp power:

Power factor:

Nominal voltage:

Nominal current:

\oltage type:

Energy efficiency class according to EU regulation 2019/
2015:

Weighted energy consumption in 1000 hours:
Average nominal lifetime:

Photobiological safety according to EN 62471
Min. number of switching cycles:

Socket:

Lamp designation:

Material of light bulb:

Type of glass/cover:

Housing colour:

Diameter:

Length:

Suitable for electronic ballast:

Suitable for magnetic ballast:

Rated luminous flux according to IEC 62612:
Colour:

Dimming phase cut-off (trailing edge):
Dimming phase cut-on (leading edge):

ID: 0019590126

GTIN: 7630268421342
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900...900 Im
203.4 cd
4000...4000 K
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Neutral white 3300-5300 K
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220..240V
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C90(Max)

COC180 —

C90/C270

Field angle(10%Imax):CO/1 80Left-176.0 Right:177.2
:C90/270Lef79.8 Right:79.8

Beam Angle(50%max)-C0/180Left:147.6 Right 130.7
-C90/270Lef:56.0 Right: 6.0

www . litbycardi.com



